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BLUEADD SW 5761
Silicone based surface additive to increase slip and substrate wetting in 

solvent-based coatings

Product description:

➢ Polyether modified polydimethylsiloxane copolymer in solvents

Properties :

➢ In coatings BLUEADD SW 5761  is a highly effective silicone additive, 
strongly decreasing the surface tension and improving, increasing  or 
generating the following properties:

➢ Reduction of surface tension
➢ Improving levelling
➢ Excellent increase of substrate wetting
➢ Prevents cratering
➢ Prevents Bénard cells
➢ Increase of surface slip
➢ Increase of gloss 
➢ Increase of acceptance of dust spray mist
➢ Promoting the orientation of matting agents

Application:

➢ Solvent based systems
➢ Epoxy systems
➢ Wood finishes
➢ Architectural coatings
➢ Two pack PU-systems

BLUEADD SW 5761 is a very user-friendly additive. Nevertheless in 
laboratory tests should be determined if foam stabilisation in 
certainsystems occurs. Also recoatability and tendency to cratering 
should be checked.

Recommended levels:

0,01 – 0,5 % of the product based on total formula

Incorporation:

The product can be incorporated at any step of the manufacturing 
process. Thinning of the additive before use may help dosing accuracy. 
Addition at the end of the process prohibits a possible foam stabilisation..
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Specification:

➢ Density (20°C): 0,93 ± 0,01  g/ml
➢ Solid content: 12,5 ± 0,1 %
➢ Flashpoint: 25°C

Delivery form:

➢ Solved in xylene/ monophenylglycol

Storage:

➢ When stored below 5°C turbidity or separation may occur. The 
product then must be warmed up to room temperature ( 20°C) 
and stirred well before use.
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The above information is to our best knowledge at this moment in time.
The recommendations and suggestions in this leaflet shall inform about the 
application possibilities and are made without any guarantee.
Prior to usage we suggest own laboratory tests. Changes in material are subject
of technical progress. Our responsibility for claims arising from breach of warranty, 
negligence or otherwise is limited to the purchase price of the material.


