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BLUEADD SW 5764
Silicone based surface additive 

Product description:

➢ Polyether modified polydimethylsiloxane copolymer

Properties :

➢ In coatings BLUEADD SW 5764 is a highly effective silicone additive 
strongly decreasing the surface tension and improves, increases  or 
generates the following properties:

➢ Increase of scratch and mar resistance
➢ Increase of substrate wetting
➢ Increase of surface slip
➢ Promotes dust and spray dust acceptance
➢ Prevents cratering
➢ Improves gloss 
➢ Reduces surface tension to a medium level

➢ In printing inks  BLUEADD SW 5764  improves, increases  or generates
the following properties:

➢ Prevents cratering
➢ Creation of antiblocking properties
➢ Reduction of abrasion
➢ Wetting of critical substrates
➢ Increase of surface slip
➢ Increase of gloss

Application:

➢ Aqueous systems, solvent based systems
➢ Automotive coatings
➢ Wood finishes
➢ Architectural coatings
➢ Printing inks
➢ Overprint varnishes
➢ Two pack polyurethane systems

BLUEADD SW 5764 is a very user-friendly additive. Nevertheless in 
laboratory tests should be determined if foam stabilisation in 
certainsystems occurs. Also recoatability and tendency to cratering 
should be checked.

➢ Recommended levels:

0,025– 0,2 % of the product based on total formula
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Incorporation:

It is recommended to add  BLUEADD SW 5764 in the late phase of the 
production in order to avoid negative side effects. Thinning the additive 
before incorporation can make proper dosing more easy.

➢

Specification:

➢ Density (20°C): 1,03 ± 0,01  g/ml
➢ Flashpoint:  > 71,5 °C
➢ Viscosity (25°C):  ~ 2100 mPa·s

Delivery form:

➢ 100 %

Storage:

Store in original closed undamaged packaging at a dry place
between 5 and 30°C. Exposure to direct sunlight should be avoided. 

BLUERESINS GmbH
Katharinenstr. 61
52353 Düren, Germany
tel: +49 2599 740332
mobile: +49 170 4672263

The above information is to our best knowledge at this moment in time.
The recommendations and suggestions in this leaflet shall inform about the 
application possibilities and are made without any guarantee.
Prior to usage we suggest own laboratory tests. Changes in material are subject
of technical progress. Our responsibility for claims arising from breach of warranty, 
negligence or otherwise is limited to the purchase price of the material.


